EXS500

Single Output

The EXS500 series of open frame power supplies provides up to 500W power in a
comp act 230 x 130 x 40mm p ackage.

Slngle OUtpUt Providing 350W convection cooled or 500W fan cooled, the EXS series offers a high
Low profile efficiency, cost effective single output solution. The 5 models series provides a full range
of standard single output voltages from 12V to 48V.
FEATURES

e 12V to 48V standard output volt ages EXS500
» Extra low profile: 1U height (38.1mm)
» Up to 88%efficiency

5V/350mA bias st andby volt age

Remote ON/OFF signal EXS500-12 12.0V 29.17A  41.67A 350W/500W D)

Power Good Signal EXS500-15 15.0V 23.33A  33.33A 350W/500W(®)
EXS500-24  24.0V 1458A  20.83A 350W/500W(@)
EXS500-36  36.0V 9.72A 13.89A 350W/500W()
EXS500-48  48.0V 1041A  10.41A 500W()

NOTES 1. 500W with 30CFM fan cooling
2. 500W with 20CFM fan cooling
3. 500W convection cooled
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SPECIFICATION

INPUT
Input Voltage Range Universal Input 90 264 VAC
120 380 VDC

Input Frequency Range 47 63 Hz

Power Rating 500 W

Input Current 230VAC 500W out 3.0 A

Inrush Current 230VAC @ 25°C 40 A

Undervolt age Lockout Shutdown 65 75 VAC

Fusing 8 A

Power 500 W

Minimum Load 0 A

Line Regulation For £10% change from nominal line +0.5 %

Load Regulation For 25% to 75% load change +0.5 %

Ripple pk to pk 20MHz bandwidth 1 %

Over Current Protection Auto recovery 110 120 %

Over Voltage Protection Latching 105 120 %

Hold-up T ime For nominal output voltages at full load. 230VAC 16 ms

Isolation V oltage Input to Output 3000 VAC
Input to Chassis 1500 VAC

Efficiency 230VAC, 500W @ 48V 88 %

Safety Agency Approvals EN60950, UL60950, CSA22.2 N0.950

Leakage Current 250VAC, 60Hz, 25°C 0.75 mA

Output Signal Power Good

Input Control Remote ON/OFF

Bias Supply Always ON. Current 350mA 4.9 5.0 5.1 VvDC

EMC

Conducted EN55011, EN55022, FCC Level B

Radiated EN55011, EN55022, FCC Level B

Harmonic Distortion EN61000-3-2 Compliant

Flicker and Fluctuation EN61000-3-3 Compliant

Electrost atic Discharge EN61000-4-2 Level 4

Radiated RFI EN61000-4-3 Level 3

Fast Transient s - burst EN61000-4-4 Level 4

Input Line Surges EN61000-4-5 Class 4

Conducted RFI EN61000-4-6 10 Vim

Voltage Dips EN61000-4-11 (EN55024) 5 ms

Operating T emperature 0 +45 T

Storage T emperature -40 +85 T

Derating 2.5% per °C from 45°C to 70°C

Relative Humidity Non-condensing 10 95 %RH

Shock 20G peak accelaration

Vibration 2G 10 55 Hz

NOTES 1. This product is not intended for use as a stand alone unit and must be installed by qualified personnel.
2. The specifications contained herein are believed to be correct at time of publication and are subject to change without notice.
3. All specifications at nominal input, full load, 25°C unless otherwise st ated.

excelsys

Europe/Asia

Excelsys Technologies Ltd
27 Eastgate Drive
Eastgate Business Park
Little Island, Cork, Ireland
IRELAND

t: +353 21 4354716
f: +353 21 4354864
e: sales@excelsys.com

North America

Excelsys Technologies t: (972) 771 4544

519 Interstate 30, #309 f: (972) 421 1805
Rockwall, TX 75087 e: salesusa@excelsys.com
USA



